
AMANA EQUIPMENT 
GAS FURNACES
80% SS HX
2-STAGE

The Amana® brand AMH8 two-stage (convertible), multi-speed gas furnace provides superior two-
stage comfort and quiet operation. This easy-to-operate furnace delivers a money-saving 80% 
AFUE. 
Standard Features 
Patented MillionAir™ stainless-steel, dual-diameter tubular heat exchanger with lifetime limited furnace replacement 
warranty.Two-stage gas valve with revolutionary new convertible technology that allows installer to activate two-stage 
operation with the flip of a dipswitch, Silicon Nitride igniter with patented adaptive learning control for maximum igniter 
life, Furnace control board with self-diagnostics, color-coded low-voltage terminals and provisions for electronic air 
cleaner and 24-volt humidifiers, Control board stores the last five diagnostic codes in memory; simple push-button 
activation outputs the fault history to a flashing red LED. Low constant fan allows homeowner to activate the low heat 
speed to efficiently circulate air throughout the home. Self-adjusting feature automatically adjusts to high or low stage 
based on outside temperature without an outdoor temperature sensor. Quiet, single-speed induced-draft blower. 
Cabinet Features 
Fully insulated, heavy-gauge steel cabinet with durable baked-enamel finish.Foil-faced insulation lines the heat 
exchanger.Designed for multi-position installation: upflow, horizontal, left or right. Removable bottom for side or bottom 
return applications.Convenient left or right connection for gas and electric service. Coil and furnace fit flush for most 
installations. 
Dimensions 
All furnaces in this line are 28 inches deep by 39 inches high. Standard widths of 14, 17-1/2, 21, 24-1/2

Part No Description BTU Input BTU Output CFM Vent
Dia

(inches) 
Brkr Sz Weight LP Kit Width (in) 

AMH80453ANA Upflow/Horiz 45,000 36,000 3 ton 4 15 135 LPM-05 14
AMH80703ANA Upflow/Horiz 70,000 56,000 3 ton 4 15 137 LPM-05 14
AMH80704BNA Upflow/Horiz 70,000 56,000 4 ton 4 15 152 LPM-05 17-1/2
AMH80903BNA Upflow/Horiz 90,000 72,000 3 ton 4 15 152 LPM-05 17-1/2
AMH80904BNA Upflow/Horiz 90,000 72,000 4 ton 4 15 152 LPM-05 17-1/2
AMH80905CNA Upflow/Horiz 90,000 72,000 5 ton 4 15 178 LPM-05 21
AMH81155CNA Upflow/Horiz 115,000 92,000 5 ton 4 15 194 LPM-05 21
AMH81405DNA Upflow/Horiz 140,000 112,000 5 ton 4 15 194 LPM-05 24-1/2
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GAS FURNACES
80% SS HX
VARIABLE SPEED

The Amana® brand AMV8 Multi-Position, Two-Stage, Variable-Speed Gas Furnace provides 
exceptional indoor comfort. With its 2-stage gas valve, variable-speed circulator blower, the AMV8 
provides comfort all  
season long. This quiet furnace delivers a money-saving 80% afue
Million-Air™ Heat Exchanger. Our patented, heavyduty, Million-Air™ stainless-steel heat exchanger is backed by one of the best 
warranties in the industry. The Million-Air™ draws on three key technologies-wrinklebend technology, dual-diameter tubing and 
muffler joint technology-that work together with the physical properties of the stainless-steel tubes. The result is a tight, strong, long-
lasting heat exchanger that is unsurpassed in the industry. 
Ignition System. Next-generation SureStart silicon nitride hot surface ignition system increases reliability. Patented, adaptive 
technology delivers just enough heat to the igniter without overheating. 
Quiet and Effi cient Operation. Super-effi cient, quiet, variable-speed circulator blower saves money on power bills during the 
heating and cooling seasons. Runs on lowstage 90% of the time, producing just 25% of the normal high-fi re sound. Low constant fan 
setting costs about as much as a 75-watt light bulb to operate. Runs for longer periods of time so air fi lters remove more impurities. 
Auto-Comfort Mode. When the thermostat says it's time to cool, the unit will slowly and quietly ramp up to about 50% power, or half-
speed. It will remain there for about 30 sec., super-cooling the evaporator coil. Then the unit will automatically ramp up to 82% speed 
and stay there for around 7.5 min., dehumidifying the air in the home. If the desired temperature hasn't been reached, the unit will 
automatically ramp up to 100% until the demand is met. The unit will ramp down to 50% again for 30 sec., wringing out the available 
dehumidifi cation and cooling, then silently ramp off. 
Integrated Control Board. The AMV8 operation is constantly monitored by an integrated ignition control and dedicated high heat, 
low heat and cooling speeds; adjustable bloweroff  timing for customized comfort settings. The improved diagnostics allow for quick 
and easy service. 
Versatility. Multi-position installation-upfl ow, horizontal right or left. Left or right gas pipe entry. A 40VA transformer is included for 
heating and air conditioning control service, and a rotating combustion air blower provides the option of venting the furnace through 
the top, righthand side or left-hand side. Terminals for electronic air cleaner and humidifi er. Convertible to propane gas. Durable 
Cabinet. High-quality, post-painted, galvanized steel cabinet resists rust and corrosion. The fully insulated cabinet has a leather-grain 
finish and assists in quiet, efficient operation. The false bottom allows for easy access, and a large view hole helps with servicing the 
unit. Its 39" height allows for easier installation. 
High Standards. This furnace is completely assembled and factory run-tested for heating or combination heating/cooling 
applications.Certified for category I venting. 
Dimensions 
All furnaces in this line are 28 inches deep by 39 inches high. Standard widths of 14, 17-1/2, 21, 24-1/2

Part No Description BTU Input BTU Output CFM Vent Dia
(inches) 

Brkr Sz Weight LP Kit Width (inch) 

AMV80704BXA Upflow/Horiz 70,000 56,000 4 ton 4 15 152 LPM-05 17-1/2
AMV80905CXA Upflow/Horiz 90,000 72,000 5 ton 4 15 178 LPM-05 21
AMV81155CXA Upflow/Horiz 115,000 92,000 5 ton 4 15 194 LPM-05 21
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AMANA EQUIPMENT 
GAS FURNACES
95% SS HX
2-STAGE

The Amana® brand AMH95 multi-position, twostage, convertible multi-speed gas furnace provides exceptional 
indoor comfort. This quiet furnace delivers a money-saving efficiency of up to 95% AFUE. 
Standard Features 
Patented Million Air Stainless Steel dual-diameter tubular heat exchanger with lifetime furnace replacement limited 
warranty. Two-stage gas valve with revolutionary new Twin-Comfort control technology allows installers to turn on two-
stage operation with the flip of a dipswitch. SureStart Silicon Nitride igniter with patented adaptive learning routine for 
maximum igniter life. Energy-saving, quiet four-speed direct-drive circulator blower motor. Integrated electronic furnace 
control board with self-diagnostics, low-voltage terminal block, and separate terminals for electronic air cleaner and 24-
volt humidifiers. Control board stores the last fi ve diagnostic codes in memory; simple push-button activation outputs 
the fault history to a flashing red LED Low constant fan mode allows the homeowner to activate the lowest available 
heating speed to quietly and efficiently circulate air throughout the home during the off cycle. Self-adjusting feature 
automatically adjusts furnace to high or low stage based on outside temperature without the need for an outdoor 
temperature sensor. Dual-certified for sealed combustion direct vent (2-pipe) or non-direct vent (1-pipe) applications. 
Easy-to-install top venting standard; alternate flue/vent located on the right. Quiet, single-speed induced-draft blower. 
Cabinet Features 
Fully-insulated, heavy-gauge steel cabinet with durable baked-enamel finish. Foil-faced insulation lines theheat 
exchanger compartment. Designed for multi-position installation:upflow, horizontal left or right. Airtight solid bottom for 
side-return applications and easy-cut tabs for effortless removal in bottom air-inlet applications.Convenient left or right 
connection for gas and electric service. Coil and furnace fit flush for most installations 
Dimensions 
All furnaces in this line are 28-3/4 inches deep by 40 inches high. Standard widths of 14, 17-1/2, 21, 24-1/2

Part No Description BTU Input BTU Output CFM Vent
Dia

(inches) 
Brkr Sz Weight LP Kit Width (inch) 

AMH950453BXA Upflow/Horiz 46,000 44,600 3 ton 2 15 132 LPM-05 17-1/2
AMH950703BXA Upflow/Horiz 69,000 66,400 3 ton 2 15 135 LPM-05 17-1/2
AMH950704CXA Upflow/Horiz 69,000 66,400 4 ton 2 15 136 LPM-05 21
AMH950904CXA Upflow/Horiz 92,000 89,000 4 ton 2 15 158 LPM-05 21
AMH950905DXA Upflow/Horiz 92,000 89,000 5 ton 3 15 172 LPM-05 24-1/2
AMH951155DXA Upflow/Horiz 115,000 110,500 5 ton 3 15 175 LPM-05 24-1/2
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GAS FURNACES
95% SS HX
VARIABLE SPEED

The Amana® brand AMV9/ACV9 Multi-Position, Two-Stage, Variable-Speed Gas Furnaces provide 
exceptional indoor comfort. With its 2-stage gas valve, variable-speed circulator blower, the 
AMV9/ACV9 provide comfort all season long. This quiet furnace delivers money-saving effi ciencies 
up to 96% AFUE. 
Million-Air™ Heat Exchanger. Our patented, heavy-duty, Million-Air™ stainless-steel heat exchanger and recuperative coil are 
backed by one of the best warranties in the industry. The Million-Air™ draws on three key technologies - wrinklebend technology, dual-
diameter tubing and muffler joint technology - that work with the physical properties of the stainless-steel tubes. The result is a tight, 
strong, long-lasting heat exchanger. 
Ignition System. Next-generation SureStart silicon nitride hot surface ignition system increases reliability. Patented, adaptive 
technology delivers just enough heat to the igniter without overheating. 
Quiet and Efficient Operation. Super-efficient, quiet, variable-speed circulator blower saves money on power bills during the heating 
and cooling seasons. Runs on low-stage 90% of the time, producing just 25% of the normal high-fire sound. Low constant fan setting 
costs about as much as a 75-watt light bulb to operate. Runs for longer periods of time so air filters remove more impurities. 
Auto-Comfort Mode. When the thermostat says it's time to cool, the unit will slowly and quietly ramp up to about 50% power, or half-
speed. It will remain there for about 30 sec., super-cooling the evaporator coil. Then the unit will automatically ramp up to 82% speed 
and stay there for around 7.5 min., dehumidifying the air in the home. If the desired temperature hasn't been reached, the unit will 
automatically ramp up to 100% until the demand is met. The unit will ramp down to 50% again for 30 sec., wringing out the available 
dehumidification and cooling, then silently ramp off. 
Integrated Control Board. The AMV9/ACV9 operation is constantly monitored by an integrated ignition control and dedicated high 
heat, low heat and cooling speeds; adjustable blower-off timing for customized comfort settings. The improved diagnostics allow for 
quick and easy service. 
Versatility. Multi-position installation-AMV9: upflow, horizontal right or left; ACV9: downfl ow, horizontal right or left. Left or right gas 
pipe entry. A 40VA transformer is included for heating and air conditioning control service. Top venting is standard; alternate flue/vent 
located on right side. Terminals for electronic air cleaner and humidifier. Convertible to propane gas. Suitable for direct vent (2-pipe) 
or non-direct vent (1-pipe) applications. 
Durable Cabinet. High-quality, post-painted steel cabinet resists rust and corrosion. The fully insulated cabinet assists in quiet, 
efficient operation. The false bottom allows for easy access, and a large view hole helps with servicing the unit. 
High Standards. This furnace is completely assembled and factory run-tested for heating or combination heating/cooling 
applications. Certified for category IV venting. 
Dimensions 
All furnaces in this line are 28-3/4 inches deep by 40 inches high. Standard widths of 14, 17-1/2, 21, 24-1/2

Part No Description BTU Input BTU Output CFM Vent
Dia

(inches) 
Brkr Sz Weight LP Kit Width (inch) 

AMV90453BXA Upflow/Horiz 46,000 44,300 3 ton 2 15 133 LPM-05 17-1/2
AMV90704CXA Upflow/Horiz 69,000 66,900 4 ton 2 15 135 LPM-05 21
AMV90905DXA Upflow/Horiz 92,000 88,800 5 ton 2 15 172 LPM-05 24-1/2
AMV91155DXA Upflow/Horiz 115,000 111,100 5 ton 3 15 175 LPM-05 24-1/2
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AMANA EQUIPMENT 
SPLIT SYSTEM
AIR CONDITIONERS
13 SEER
R22

The Amana® brand ASC13 Series Air Conditioners feature energy efficiencies and operating sound 
levels that are among the best in the heating & cooling industry. With a 13 SEER rating, the ASC13 
will help educe energy consumption throughout the life of the system. 
Standard Features 
• R-22 refrigerant • Energy-efficient Copeland scroll compressor • High-density foam compressor  sound 
blanket •Copeland ComfortAlert diagnostics • Low-pressure switch • Fully charged for 15' of tubing length• 
Factory-installed filter dryer • Two-speed condenser fan motor • Copper tube/enhanced aluminum fin coil• 
Sweat connection service valves with easy access to gauge ports • 13 SEER performance with flowrater 
expansion device • ARI Certified • ETL Certified 
Cabinet Features 
• Unique Amana® brand sound control top design • Wire fan discharge grille • Steel louver coil guard• Baked-
on powder-paint finish • Rust-resistant coated screws • Compact footprint  • Top and side maintenance 
access • Single-panel access to controls with space provided for field-installed accessories. 

Part No Nominal Cooling
(Btu/hr) 

Liquid
Line 

Suction
Line 

Voltage Brkr Sz Weight Pad Size 

ASC13018 18,000 3/8 3/4 208/230/1 15A 165 30 x 30
ASC13024 24,000 3/8 3/4 208/230/1 20A 180 30 x 30
ASC13030 28,000 3/8 3/4 208/230/1 20A 225 30 x 30
ASC13036 35,000 3/8 3/4 208/230/1 30A 240 30 x 30
ASC13042 41,000 3/8 7/8 208/230/1 30A 250 30 x 30
ASC13048 45,500 3/8 7/8 208/230/1 40A 260 30 x 30
ASC13060 57,000 3/8 7/8 208/230/1 50A 295 36 x 36
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